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1 Reason for Change

This document updates the OMA Dictionary with the “D” and “E” terms, based on the documents OMA- ARC-2009-0080R02 and ARC-2009-0082R02 as agreed during the April 7 ARC CC. 

In addition, a few clerical changes have been applied to the existing “D” and “E” Terms:

· consistently no repetition of the defined term in the definition part (e.g. “Defined Term: A Defined Term is the term that is being defined“ becomes “Defined Term: The Term that is being defined.”) 
· use consistently uppercase in all words of defined terms (i.e. “Defined Terms” not “Defined terms”). Pronouns may stay in lower case if that is the way the term is used (e.g. “Advice of Charge”)
· start definition consistently with an uppercase letter 
2 Impact on Backward Compatibility

There is no impact on backward compatibility.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

ARC is kindly requested to review and agree the changes detailed in section 6 below.
6 Detailed Change Proposal

Change 1:  Add definitions to section 3.2.5 (“D” terms) plus clerical changes to existing definitions
3.2.5 D
	Data Synchronization
	The act of establishing an equivalence between two data collections, where each data item in one collection maps to a data item in the other, and their data is equivalent.

	Deferred Delivery Messaging
	A type of IMS Messaging service by which the sender expects the network to deliver the message as soon as the recipient becomes available 

	Deferred Message
	Transferred information that is temporarily stored in the network when the recipient is not available or not willing to receive it.

	Delegate
	A delegate is a designated resource that performs specified tasks or functions on behalf of (one or more) other resources. To delegate is to designate a resource to perform specified tasks or functions on behalf of (one or more) other resources.

	Delivery Report
	A message notifying the sender whether the recipient has received a previously sent message.

	Device
	Equipment which is normally used by Users for communications and related activities, however also includes equipment where there is no User present, but the communications to and from the Device use the same communications channels as when used by Users. A Device can be seen as a network entity that is capable of sending and/or receiving information and has a unique device address.  It can act as either a client or a server within a given context or across multiple contexts.  For example, a device can service a number of Clients (as a Server) while being a Client to another Server.

	Device Address
	The unique network address of a device, assigned by a carrier and following the format defined by an international standard such as E.164 for MSISDN addresses, X.121 for X.25 addresses or RFC 791 for IP addresses. An address uniquely identifies the sending and/or receiving device.

	Device Management Object
	A data model for information which is a logical part of the interfaces exposed by device for management purpose.

	Device Profile
	A set of information describing the capabilities of the device.

	Digital Rights Management
	The means to control the usage of a file once it has been downloaded. DRM enables Content Providers to define rights for files. It is possible to associate different rights with a single file. The rights are required in order to use the actual file.

	Digital Signature
	A value computed with a cryptographic algorithm and appended to a data object in such a way that any recipient of the data can use the signature to verify the data's origin and/or integrity.

	Digital Watermark
	Auxiliary data that is imperceptibly and persistently embedded into an original Content such as image, video and audio. This auxiliary data can subsequently be recovered from the watermarked Content. Digital Watermark can be used to identify a Content, to verify its integrity, to authenticate the Content with embedded copyright mark, to include meta data, etc.

	Directory
	A storage element used to group together and hierarchically organise storage objects and other Directories.

	Distribution Service
	Service characterised by the unidirectional flow of information from a given point to other (multiple) locations (source: ITU-T I.113).

	Domain
	A set of objects, each of which is related by a characterizing relationship to a controlling object. For example, an internet domain is a set of resources that share a common address.

	Dynamic Capability
	A Capability that may change its value e.g. as a result of hardware, software or configuration changes.


Change 2:  Add definitions to section 3.2.6 (“E” terms) plus clerical changes to existing definitions
3.2.6 E
	Elementary File
	A set of data units or records that share the same identifier, typically stored in a Universal Integrated Circuit Card. It cannot be a parent of another file.

	Emoticon
	A character sequence used to indicate an emotional state in messaging. When displayed, Emoticons are often replaced by graphical representations of the emotion they convey. See also: Smiley.

	Enabler
	A technology intended for use in the development, deployment or operation of a Service; defined in a specification, or group of specifications, published as a package by OMA.

	Enabler Release
	Collection of specifications that combined together form an enabler for a service area, e.g. a download enabler, a browsing enabler, a messaging enabler, a location enabler, etc. The specifications that are forming an enabler should combined fulfill a number of related market requirements.

	Encoding
	1: The act or method of converting a data object from one format to another. 
2: A format of an object resulting from conversion. 

	End User
	An individual who uses Services and Content. End User is a specialization of the term Principal.

	Entity
	1: The information transferred as the payload of a request or response. 
2: A distinct component of a service architecture.


Change 3:  Add the definition “Smiley” that has been split off from “Emoticon or Smiley” to section 3.2.20 (“S” terms) of the OMA Dictionary. Clerical fixes.
3.2.20 S

	Seamless Handover
	A handover without perceptible interruption of the radio connection.

	Security
	The ability to prevent fraud as well as the protection of information availability, integrity and confidentiality. (See the definitions of Authentication, Content Integrity and Confidentiality)

	Session Based Messaging
	A type of IMS Messaging service by which the sender expects immediate message delivery in (near) real time fashion. In addition the sender(s) and the receiver(s) have to join to a messaging session e.g. chat room, before message exchange can take place

	Server
	An entity that provides resources to Clients in response to requests.

	Service
	A selection from the portfolio of offerings made available by a Service Provider, which the User may subscribe to and be optionally charged for.  A Service may utilize one or more Service Enablers.

	Service Access Point
	A conceptual point where a protocol layer offers access to its services to upper layer.

	Service Bit Rate
	The bit rate that is available to a user for the transfer of user information (source: ITU-T I.113).

	Service Enabler
	See Enabler.

	Service Execution Environment
	A platform on which an entity is authorised to perform a number of functionalities; examples of Service Execution Environments are the user equipment, integrated circuit card and a network platform or any other Server.

	Serving Network
	A network that provides the user with access to the services of home environment.

	Service Provider
	An entity that provides and administers Service to a Subscriber and / or User.  The Service Provider may or may not be the provider of the network and content.

	Signalling
	The exchange of information specifically concerned with the establishment and control of connections, and with management, in a telecommunications network (source: ITU-T I.112).

	SIM Application Toolkit Procedures
	Defined in GSM 11.14 [27].

	Single Sign-on
	Ability for end users to move easily among services without having to repeatedly identify themselves with a new password.

	Smiley
	Synonym for "Emoticon".

	Speed
	A performance criterion that describes the time interval required to perform a function or the rate at which the function is performed. (The function may or may not be performed with the desired accuracy.) (source: ITU-T I.350).

	Streaming
	A mechanism by which media content is rendered at the same time that it is being transmitted to the client.

	Subscribed QoS
	The default QoS indicated by an end user’s provisioned service profile.

	Subscriber
	An entity (e.g. a User) that is engaged in a Subscription with a Service Provider.

	Subscription
	Describes the commercial relationship between the Subscriber and the Service Provider.

	Synchronization
	The process of exchanging information between multiple Entities for the purpose of ensuring that each Entity's copy of that information reflects the same information content.


Change 4:  Add abbreviations to section 3.3.5 (“D” terms) of the OMA Dictionary
3.3.5 D
	DA
	Download Agent

	DBMS
	Data Base Management System

	DBREK
	Domain Bound Rights Encryption Key

	DCAP
	Device Capability

	DCCH
	Dedicated (Digital) Control Channel

	DCD
	Dynamic Content Delivery

	DCF
	DRM Content Format

	DCMO
	Device Capability Management Objects

	DCS
	Data Coding Scheme

	DD
	Download Descriptor

	DDF
	Device Description Framework

	DDS
	Data Definition Specification

	DE
	Data Element

	DEA
	Domain Enforcement Agent

	DECT
	Digital Enhanced Cordless Telecommunications

	DELI
	DElivery context LIbrary

	DER
	Distinguished Encoding Rules

	DF
	Dedicated File

	DLOTA
	Download Over-The-Air

	DFID
	DiagMon Function Identifier

	DH
	Diffie-Hellman

	DHCP
	Dynamic Host Configuration Protocol

	DID
	Direct Inward Dial

	DIMS
	Dynamic and Interactive Multimedia Scenes

	DIR
	Directory file

	DISSPEL
	DELI, Internationalization, Semantics, Syntax, Pluralization, Entity Type, & Location

	DL
	Downlink (Forward Link)

	DLEC
	Data CLEC

	DM
	Device Management

	DMA
	Device Management Authority

	DMEC
	OMA DM Enabler Client

	DMES
	OMA DM Enabler Server

	DMO
	Device Management Object

	DMS
	Device Management Server

	DMSEC
	DM Scheduling Enabler Client

	DMSES
	DM Scheduling Enabler Server

	DMSH
	Degrees Minutes Seconds Hemisphere

	DMWSI
	Device Management Web Services Interface

	DN
	Distinguished Name

	DND
	Do Not Disturb

	DNS
	Domain Name System

	DNSSec
	DNS Security

	DO
	Data Object

	DODF
	Data Object Directory File

	DOM
	Document Object Model

	DoS
	Denial of Service

	DQPSK
	Differential Quadrature Phase Shift Keying

	DPA
	Disconnect Peer Answer

	DPE
	Device Profile Evolution enabler

	DPR
	Disconnect Peer Request

	DRAP
	Dynamic Random Access Point

	DRM
	Digital Rights Management

	DRM RO
	Digital Rights Management Rights Object

	DS
	Download Server

	DS
	Data Synchronization 

	DS
	Digital Signature

	DSDM
	Data Synchronization Device Management

	DSI
	Digital Signature Input

	DST
	Digital Signature Template

	DT
	Date Time

	DTD
	Document Type Definition

	DTMF
	Dual Tone Multiple Frequency

	DVB
	Digital Video Broadcasting

	DVB-H
	Digital Video Broadcasting – Handheld

	DVB-T
	Digital Video Broadcasting – Terrestrial

	DVR
	Digital Video Recorder

	DWA
	Device Watchdog Answer

	DWR
	Device Watchdog Request


Change 5:  Add abbreviations to section 3.3.6 (“E” terms) of the OMA Dictionary

3.3.6 E
	E2E
	End-to-End

	EAN
	European Article Number

	EAN/UPC
	European Article Number / Universal Product Code

	EBCF
	Event Based Charging Function

	EBNF
	Extended Backus-Naur Form

	EBSS
	eBusiness Support System

	EC
	Elliptic Curve

	ECC
	Elliptic Curve Cryptography

	ECDH
	Elliptic Curve Diffie-Hellman

	ECDSA
	Elliptic Curve Digital Signature Algorithm

	ECF
	Event Charging Function

	E-CI
	Enhanced Cell ID

	ECID
	Enhanced Cell ID

	ECMA
	European Computer Manufacturers Association

	ECOMEG
	E-Commerce Expert Group

	EDGE
	Enhanced Data rates for GSM Evolution

	EDI
	Electronic Data Interchange

	EE
	Execution Environment

	EF
	Elementary File

	EFI
	External Functionality Interface

	EFLT
	Enhanced Forward Link Triangulation positioning method

	EI
	Enabler Implementation

	EICAR
	European Institute for Computer Antivirus Research

	EICS
	Enabler Implementation Conformance Statement

	eJava
	Embedded Java

	ELEC
	Electronic CLEC 

	EMCS
	External Media Content Server

	EMN
	Email Notification

	EMN UA
	EMN User Agent

	EMS
	Enhanced Messaging Service

	EN
	Enabler Implementation

	EOTD
	Enhanced Observed Time Difference

	EPA
	Event Publication Agent

	EPSG
	European Petroleum Survey Group

	ERDEF
	Enabler Requirement Definition

	ERELD
	Enabler Release Definition

	ERP
	Enterprise Resource Planning

	ESC
	Event State Compositor

	E-SLP
	Emergency SLP

	ESI
	Enabler Server Implementation

	ESMP
	ECMA Script Mobile Profile

	ESMTP
	Extended Simple Mail Transfer Protocol

	ESN
	Electronic Serial Number

	ESRK
	Emergency Services Routing Key

	ETI
	Enabler Terminal Implementation

	eTOM
	enhanced Telecom Operations Map

	ETR
	Enabler Test Requirements

	ETS
	Enabler Test Specification

	ETSI
	European Telecommunications Standards Institute

	EVP
	Enabler Validation Plan

	EVRC
	Enhanced Variable Rate Codec


Change 6:  Add two abbreviations to section 3.3.20 (“S” terms) of the OMA Dictionary

3.3.20 S
	SC
	Service Centre (used for SMS)

	
	Service Code

	SDP
	Session Description Protocol

	SE
	Service Enabler

	SIP
	Session Initiation Protocol

	SLP
	SUPL Location Platform

	SIMPLE
	SIP for Instant Messaging and Presence Leveraging Extensions

	SMIL
	Synchronized Multimedia Integration Language

	SMS
	Short Message Service

	SMS-CB
	SMS Cell Broadcast

	SMS-SC
	Short Message Service - Service Centre

	SMS/PP
	Short Message Service/Point-to-Point

	SMTP
	Simple Mail Transfer Protocol

	SMV
	Selectable Mode Vocoders

	SN
	Serving Network

	
	Subscriber Number

	SOAP
	Simple Object Access Protocol

	SP
	Switching Point

	
	Service Provider

	SP-MIDI
	Scalable Polyphony - Musical Instrument Digital Interface

	SS7
	Signalling System No. 7

	SSE
	Specific Service Enabler

	SSO
	Single Sign-On

	STI
	Standard Transcoding Interface

	SUPL
	Secure User Plane Location

	SVG
	Scalable Vector Graphics

	SW
	Software

	SyncML
	Sync Markup Language
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