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1. Scope

<< Define as it relates to Open Mobile Alliance Activity.  If it adds clarity, define what is not in the scope.  DELETE THIS COMMENT >>

The scope of this spesification is to specify a REST Web Services binding for the set of Parlay X Web Services specifications in OMA, and not only limited to the existing Parlay X Web Services, but also consider other or new API candidates as well.

The specification defines a protocol binding for an abstract API, based on existing OMA enablers and assumes that they primarily are accessed from browsers or other M2M devices. For B2B usage the SOAP based Parlay X spesifications are recommended.
The TS addresses the following enablers in a proitized list:

· Messaging, as defined in 3GPP 29.199-4/5

· Terminal Location, as defined in 3GPP 29.199-9

· Terminal Status, as defined in 3GPP 29.199-8

· Charging, as defined in 3GPP 29.199-6

· Call control, as defined in 3GPP 29.199-2/3

· Profile, as defined by OneAPI (GSMA ACCESS project)

· Presence, as defined in 3GPP 29.199-14

· Others parts of 3GPP 29.199 and OneAPI (GSMA ACCESS project)

2. References

2.1 Normative References

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC4234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. October 2005, URL:http://www.ietf.org/rfc/rfc4234.txt

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL:http://www.openmobilealliance.org/

	
	

	
	

	<< Add/Remove reference rows to this table as needed - DELETE This Row >>


2.2 Informative References

	[OMADICT]
	“Dictionary for OMA Specifications”, Version x.y, Open Mobile Alliance™,
OMA-ORG-Dictionary-V2_7, URL:http://www.openmobilealliance.org/

	[REST_WP]
	“White Paper on Guidelines for ParlayREST API specifications”, Open Mobile Alliance™,
OMA-WP-Guidelines-for-ParlayREST-API-specifications, URL:http://www.openmobilealliance.org/

	
	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

3.2 Definitions

	
	

	
	


3.3
Abbreviations
	API
	Application Programming Interface

	OMA
	Open Mobile Alliance

	REST
	Representational State Transfer


4. Introduction

To ensure consistency for developers using the ParlayREST enabler, this “Common” technical specification aims to contain all items that are common across all HTTP protocol bindings using REST architectural style for the various individual interface definitions, such as namespaces, naming conventions and fault definitions. In addition, data types that are shared between two or more protocol bindings are included in this specification as well.

4.1 Version 1.0

This version of the ParlayREST Common Technical Specification contains common namespaces, naming conventions and fault definitions, as well as shared data types for ParlayREST V1_0.

5. Common Considerations for ParlayREST
5.1 Use of REST Guidelines
Representational State Transfer (REST) is an architectural style for defining distributed systems. Entities in these systems communicate using the interfaces they expose. As there is no common understanding in the industry what a REST interface should look like, for the purpose of REST API specification development for the ParlayREST Enabler, guidelines for defining REST bindings for Parlay X have been collected in [REST_WP]. These guidelines include general key principles that are used in mapping the Parlay X SOAP bindings to REST bindings.

5.2 Namespaces

The namespace for the common data types is:



urn:oma:xml:rest:common:1.0

The 'xsd' namespace is used in the present document to refer to the XML Schema data types defined in XML Schema [xx]. The use of the name 'xsd' is not semantically significant.

5.3 Unsupported Formats

5.4 Servers must return a 406 Not Acceptable error if a message body format (e.g. XML or JSON) requested by the application is not supported [RFC2616]. 

5.5 Authoring Style

5.5.1 Names

Names will be meaningful, and not abbreviated in a way that makes the name hard to understand for users of the REST interfaces that are not literate in computer programming. This does not preclude the use of commonly understood acronyms within names (e.g. ID) or commonly used abbreviations (e.g. max). However, the resulting name must still be meaningful.

5.5.2 Case usage for names

Two general cases are provided for, both using mixed case names; one with a leading capital letter, the other with a leading lowercase letter.

Names for all elements (all cases where the text name='Name' is used) will start with a letter and be mixed case, with the leading letter of each word capitalized. Words will not be separated by white space, underscore, hyphen or other non-letter character.

The following data types will have a leading uppercase letter – complex element names, root element names, element names in an enumeration.

The following data types will have a leading lowercase letter – all other names.

For names consisting of concatenated words, all subsequent words start with a capital. For example “concatenatedWord” or “BothCapitals”.

Resource names are all lowercase.




6. Shared Data Type Definitions

This section contains data type definitions which are shared among two or more REST protocol bindings.
6.1 Address data items

Addresses, unless the specification provides specific additional instruction, MUST conform to the address portion of the URI definition provided in RFC 3966 [xx] for 'tel:' addresses, RFC 3261 [xx] for 'sip:' addresses or the definition given below for shortcodes or aliased addresses. Optional additions to the address portion of these URI definitions MUST NOT be considered part of the address accepted by the ParlayREST interfaces, and an implementation MAY choose to reject an address as invalid if it contains any content other than the address portion.

When processing a 'tel:' URI, as specified in RFC 3966 [xx], ParlayREST interface MUST accept national addresses (those not starting with '+' and a country code) and MUST accept international addresses (those starting with '+' and a country code).

When specified in the definition of a service operation, the URI may contain wildcard characters in accordance with the appropriate specification (i.e. RFC 3966 [xx] or RFC 3261 [xx]).

Shortcodes are short telephone numbers, usually 4 to 6 digits in length reserved for telecom service providers' own functionality. They shall be differentiated from national addresses by the use of a 'short:' rather than 'tel:' URI scheme. The short code defined in the URI consists of a string of digits with no non-digit characters.

Support for aliases in addresses is provided by use of the URI defined in RFC 3986 [xx].  This allows for arbitrary data to be submitted to the ParlayREST interface.  The following is an example of how this could be applied:

<uri scheme>:<generic syntax>

An alias is generally a relatively short character string that holds a scrambled address such that only the application identified in the URI can expand it.

6.1.1 Charging

This section deals with in-band charging, i.e. passing charging data as part of the API request. To enable this capability to be provided across a variety of services in a consistent manner, the information to be provided in the message for charging information is defined as a common charging data type.

6.1.2 Charging data type

The charging information is provided in an XML data type, using the following schema.

<xsd:complexType name="ChargingInformation">

   <xsd:sequence>

      <xsd:element name="description" type="xsd:string" minOccurs="1" maxOccurs="unbounded"/>

      <xsd:element name="currency" type="xsd:string" minOccurs="0" maxOccurs="1"/>

      <xsd:element name="amount" type="xsd:decimal" minOccurs="0" maxOccurs="1"/>

      <xsd:element name="code" type="xsd:string" minOccurs="0" maxOccurs="1"/>

   </xsd:sequence>

</xsd:complexType>

The application accessing the Service provides this information:

· Description is an array of text. The first entry of a list will often be used to provide billing text. This text does not have specific required content, but would likely include information on the business, the content or service provided, and a transaction identifier. Credit card statements are a good example of description text provided by different companies.

· When more than one entry is provided, the rest should be references to individual operations relevant to the charging. Reference should be set to a value provided in a response message to the operation as a unique identifier to correlate individual operation.

· Currency in which the charge is to be applied. Values for the currency field are defined by ISO 4217 [xx].

· Defines the amount to be charged.

· Code specifies a charging code which references a contract under which this charge is applied. The code identifier is provided by the Service Provider.

The charging information provided may not be acceptable to the Service Provider. For example, the Service Provider may limit the amount that may be specified for a particular Service or for a particular Service Requester. If the information provided is not acceptable, an appropriate fault message may be returned to the requester (SVC0007 and POL0012 are defined as a generic charging fault).

Especially in case of charging operation such as creating a charge or refund, it is strongly recommended to convey a list of relevant operations related to charging over a description part as described above.

This is useful especially when a charging operation is performed after a certain set of operations. 

Some of the services may be meaningful to the user only when a certain set of operations is completed. In that case, service provider may want to charge a user only upon a completion of the entire process, instead of charging per operation. Also, service provider may want to control the actual amount of charging depending on a certain condition, e.g., service usage volume, independent of the volume control provided by the network operators. This is also the case where it is preferable to perform charging operation after a completion of certain set of operations. In these cases where a service provider charges a user for the consumption of a certain service, the service provider is recommended to provide the references to the individual operations performed as evidences. This information can be referenced by the relevant entities to ensure the validity of charging when necessary.  

It should be noted that this is for a service provider to provide a list of evidences of their direct use of operations. Any mapping of underlying operations performed internally in the operator must be performed by the operator if necessary. How to maintain the consistency between the information kept at service provider and the operators is out of scope. Also, charging aspects which do not relate to any operations are not covered.

6.2 Common data types

6.2.1 TimeMetrics enumeration

List of time metric values.

	Enumeration
	Description

	Millisecond
	Millisecond

	Second
	Second

	Minute
	Minute

	Hour
	Hour

	Day
	Day

	Week
	Week

	Month
	Month

	Year
	Year


6.2.2 TimeMetric structure

For services that provide service based on a time interval or duration or similar metric, this type is used to specify the time metric.

	Element name
	Element type
	Optional
	Description

	Metric
	TimeMetrics
	No
	Metric to use for time measurement

	Units
	xsd:int
	No
	Number of units of TimeMetrics


6.2.3 ChargingInformation structure

For services that include charging as an inline message part, the charging information is provided in this data structure.

	Element name
	Element type
	Optional
	Description

	Description
	xsd:string [1..unbounded]
	No
	An array of description text to be use for information and billing text

	Currency
	xsd:string
	Yes
	Currency identifier as defined in ISO 4217 [xx]

	Amount
	xsd:decimal
	Yes
	Amount to be charged

	Code
	xsd:string
	Yes
	Charging code, referencing a contract under which the charge is applied


6.2.4 CallbackReference structure

For a client to receive notification the CallbackReference data structure is used.

	Element name
	Element type
	Optional
	Description

	notifyURL
	xsd:anyURI
	No
	Notify Callback URL

	correlator
	xsd:string
	No
	Correlation information

	interfaceName
	xsd:string
	Yes
	Name of interface: POST, PUT, ...


6.2.5 Link structure

The element Link is provided by the server and points to elements external to the current resource.

	Element name
	Element type
	Optional
	Description

	rel
	rel
	No
	Describes the relationship between the URI and the resource

	href
	xsd:anyURI
	No
	URI 


The Link element is provided by the server and it points to elements external to the current resource.

The rel element is a string. The possible values for the string are defined in each API.

6.3 Exception definition

Exceptions are defined with three data items.

The first data item is a unique identifier for the message. This allows the receiver of the message to recognize the message easily in a language-neutral manner. Thus applications and people seeing the message do not have to understand the message text to be able to identify the message. This is very useful for customer support as well, since it does not depend on the reader to be able to read the language of the message.

The second data item is the message text, including placeholders (marked with %) for additional information. This form is consistent with the form for internationalization of messages used by many technologies (operating systems, programming environments, etc.). Use of this form enables translation of messages to different languages independent of program changes. 

The third data item is a list of zero or more strings that represent the content to put in each placeholder defined in the message in the second data item.

6.3.1 Service exception

The service exception is provided in an XML data type, using the following schema.

    <xsd:complexType name="ServiceException">

      <xsd:sequence>

         <xsd:element name="messageId" type="xsd:string"/>

         <xsd:element name="text" type="xsd:string"/>

         <xsd:element maxOccurs="unbounded" minOccurs="0" name="variables" type="xsd:string"/>

      </xsd:sequence>

    </xsd:complexType>

When a service is not able to process a request, and retrying the request with the same information will also result in a failure, and the issue is not related to a service policy issue, then the service will issue a fault using the ServiceException fault message. A Service Exception uses the letters 'SVC' at the beginning of the message identifier.

Examples of service exceptions include invalid input, lack of availability of a required resource or a processing error.

6.3.2 Policy exception

The policy exception is provided in an XML data type, using the following schema.


<xsd:complexType name="PolicyException">

      <xsd:sequence>

         <xsd:element name="messageId" type="xsd:string"/>

         <xsd:element name="text" type="xsd:string"/>

         <xsd:element maxOccurs="unbounded" minOccurs="0" name="variables" type="xsd:string"/>

      </xsd:sequence>

    </xsd:complexType>

When a service is not able to complete because the request fails to meet a policy criteria, then the service will issue a fault using the PolicyException fault message. To clarify how a Policy Exception differs from a Service Exception, consider that all the input to an operation may be valid as meeting the required input for the operation (thus no Service Exception), but using that input in the execution of the service may result in conditions that require the service not to complete. A Policy Exception uses the letters 'POL' at the beginning of the message identifier.

Examples of policy exceptions include privacy violations, requests not permitted under a governing service agreement or input content not acceptable to the service provider.
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