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1 Reason for Change

The new security parameters SPC_SET_Key, SPC-TID and SPC_SET_Key_lifetime have not been added to SUPL RESPONSE in the TS ULP message definition and ASN.1 encoding section (the call flows, however, do correctly show the new security parameters).

This CR corrects this omission and adds SPC_SET_Key, SPC-TID and SPC_SET_Key_lifetime to SUPL RESPONSE in section 8.2.4 and 10.2.3. 
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR and change ULP TS document accordingly.
6 Detailed Change Proposal
8.2.4
SUPL RESPONSE

SUPL RESPONSE is the response to a SUPL START message.

	Parameter
	Presence
	Description

	Positioning Method
	M
	The positioning method that SHALL be used for the SUPL session.

	SLP Address
	CV
	This parameter is only required for non-proxy mode and contains an SPC address.

A SET uses this address to establish a data connection to the SPC.

	SPC_SET_Key
	O
	This parameter defines the authentication key used by the SET for H/V-SPC authentication.

	SPC-TID
	O
	This parameter defines the transaction ID used for H/V-SPC authentication.

	SPC_SET_Key_lifetime
	O
	This parameter defines the lifetime of SPC_SET_Key. This parameter is optional. If not present, a default value of 24 hours is assumed. The units are in hours and the range is from 1 to 24 hours.

	Supported Network Information
	M
	This parameter defines the type(s) of Network Measurement information which the SET is allowed to send as part of Location ID and Multiple Location ID. If present, the parameter acts as filter in terms of which Network Measurement data the SET is allowed to send to the SLP.

	Initial Approximate Position
	O
	Defines the initial approximation for the position of the SET.

	GNSS Positioning Technology
	O
	Defines the actual GNSSs allowed for AGNSS SET Assisted, AGNSS SET Based or Autonomous GNSS in the Positioning Method parameter.

· GPS

· Galileo

· …

Note:GPS MUST NOT be the only allowed GNSS in this parameter.


Table 11: SUPL RESPONSE Message
10.2.3
SUPL RESPONSE

SUPL-RESPONSE DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS SUPLRESPONSE;

IMPORTS PosMethod, SLPAddress, SupportedNetworkInformation, Position, SPCSETKey, SPCTID, SPCSETKeylifetime, GNSSPosTechnology
          FROM ULP-Components;

SUPLRESPONSE ::= SEQUENCE {

  posMethod     PosMethod,

  sLPAddress    SLPAddress OPTIONAL,
  sPCSETKey

SPCSETKey
OPTIONAL,

  sPCTID

SPCTID
OPTIONAL,

  sPCSETKeylifetime

SPCSETKeylifetime OPTIONAL,
  supportedNetworkInformation   SupportedNetworkInformation,

  initialApproximateposition    Position OPTIONAL,

  gnssPosTechnology
GNSSPosTechnology OPTIONAL,

  ...}

END
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