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1 Reason for Change

 Currently in SUPL 1.0 RD, compatibility is required as:

“The SUPL architecture SHALL provide backward compatibility mechanisms (e.g., protocol versioning).  

Note: Requirement is SUPL-specific.”
This CR proposes to add more detail.
2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree CR.
6 Detailed Change Proposal

Change 1:  Compatibility detail
6.1.1 Interoperability
1. The SUPL reference architecture SHALL allow co-existence with existing location related standards specified by 3GPP2 and 3GPP, i.e., the SUPL architecture SHALL NOT negatively impact the operation and performance of existing standards in any way. 


2. SUPL SHALL support the positioning of roaming SET users. This will include roaming in the context of the bearer utilised for the secure user plane, the SET user, the MLS application and both the SET user and the MLS application. SUPL SHALL support SET roaming between a network which adopts SUPL and a network which adopts existing LCS standards (e.g., 3GPP2 X.S0002, 3GPP 23.271). The SUPL architecture needs to work within the framework of these roaming standards and provide support where gaps specific to SUPL are identified.  
If the roaming network does not have location capability such as A-GPS, alternative solutions MAY be applied. In order to provide seamless QoS to a SET user, it SHALL be possible for SET user roaming in a network which does not support A-GPS to be served by a SUPL provider via its home network.
Note: Requirement traced to Arch Overview RD Req # 20.

3. The SUPL architecture SHALL provide backward compatibility mechanisms (e.g., protocol versioning).  The SUPL provider should support all applicable lower version of SUPL while the SET may support only one version of SUPL. The SET SHALL respond to network initiated SUPL request with best-effort, i.e. when a SUPL request indicates the a different version that the SET supports, the SET should respond with normal call flow with the SET’s version and it is the SUPL provider that make a decision whether to continue or cease the call flow according to the MLS application request. The SUPL provider SHALL also respond to  SET initiated SUPL request with best-effort, i.e. the SUPL provider SHALL respond to the SET initiated location request with the same version which is in the set of all the versions that SUPL provider supports.

Note: Requirement is SUPL-specific.

4. The architecture SHALL support the ability for a SET to provide its SUPL specific capabilities to the SUPL network.  
Note: Requirement is SUPL-specific.
5. The architecture SHALL support the ability for a SUPL provider to provide its SUPL specific capabilities to the SET. 
Note: Requirement is SUPL-specific.
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