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Change Request

	Title:
	CONRR B038, B040
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	OMA LOC

	Doc to Change:
	OMA-AD-ULP-V3_0-20110809-D

	Submission Date:
	13 Aug 2011

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Editorial

	Source:
	TCS, fyang@telecomsys.com, pthompson@telecomsys.com 

	Replaces:
	n/a


1 Reason for Change

	B038
	2011.07.20
	T
	B.6
	Source: TCS

Form: <INP doc, mtg, confcall>

Comment: Need to clarify if the secure connection between the SET and the HSLP may be released after individual pos sessions during the lifetime of GSS.

Proposed Change: add clarification text in the call flow.
	Status: OPEN 

TCS to provide CR.

	B040
	2011.07.20
	T
	B.7
	Source: TCS

Form: <INP doc, mtg, confcall>

Comment: 

· Need to clarify if the secure connection between the SET and the HSLP may be released after individual pos sessions during the lifetime of GSS. 

· The SET needs to respond to the ULP SUPL REINIT with ULP SUPL POS INIT

Proposed Change: fix the call l flow as described in the comments above. 
	Status: OPEN 

TCS to provide CR.


R01: editorial changes.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration. These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to this CR and apply the proposed changes to SUPL 3.0 AD ULP.
6 Detailed Change Proposal

Change 1
B.6 SET-Initiated GSS – Non Roaming
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Figure 12: SET Initiated GSS

A. The SUPL Agent on the SET requests the establishment of a GSS. The SET establishes a secure connection to the H-SLP.

B. The SET sends a ULP SUPL START message to start a GSS with the H-SLP.

C. The H-SLP responds with a ULP SUPL RESPONSE message to the SET.

The GSS is now established with a pre-defined lifetime. The SUPL Agent which initiated the GSS may at any time request a position activity such as assistance data provisioning, measurement and/or position request. 

Steps D-E are optional and only performed by the SET and the H-SLP to exchange their positioning capabilities.
D. The SET sends a ULP SUPL POS INIT message to start a positioning session with the H-SLP to exchange their positioning capabilities..
E.  SET and H-SLP exchange ULP SUPL POS messages carrying the positioning capabilities as part of the positioning protocol payload (LPP/LPPe or TIA-801).  The SET and the H-SLP MAY release the secure connection after positioning capabilities exchange is complete.
F. The SET establishes a secure connection to the H-SLP if it is not already established and then sends a ULP SUPL POS INIT message to start a positioning session with the H-SLP. 
G. The SET and H-SLP exchange ULP SUPL POS messages to execute the requested positioning activity. After the positioning activity is complete, the SET and the H-SLP MAY release the secure connection.
Steps F-G may be repeated as required and at any time during the lifetime of the GSS. 

Z. When the end of the GSS is reached, the H-SLP sends a SUPL END message to the SET.

Change 2:
B.7 Network-Initiated GSS – Non Roaming
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Figure 13: Network Initiated GSS

A. The SUPL Agent may send an MLP request for location service to the H-SLP, with which it is associated. This step is only shown as an example to illustrate that a GSS may be established as a result of an MLP location request by the SUPL Agent. A GSS may also be established by the H-SLP based on some other event or condition and in the absence of any MLP location requests by the SUPL Agent.
B. The H-SLP initiates the GSS with the SET by sending a ULP SUPL INIT message.
C. When the ULP SUPL INIT message is received by the SET it establishes a secure connection to the H-SLP.

D. The SET sends an ULP SUPL START message to the H-SLP.

E. The H-SLP responds with a ULP SUPL RESPONSE message to the SET.

F. This step is optional and may be performed by the H-SLP to acknowledge the MLP location request by the SUPL Agent in step A, if step A was performed. 

The GSS is now established with a pre-defined lifetime. The H-SLP may at any time request a position activity such as assistance data provisioning, measurement and/or position request, etc. based on some condition or event.
Steps G-H are optional and only performed by the SET and the H-SLP to exchange their positioning capabilities.
G. The SET sends a ULP SUPL POS INIT message to start a positioning session with the H-SLP to exchange their positioning capabilities..

H.  The SET and H-SLP exchange ULP SUPL POS messages carrying the positioning capabilities as part of the positioning protocol payload (LPP/LPPe or TIA-801).  The SET and the H-SLP MAY release the secure connection after positioning capabilities exchange is complete.
I. This step is optional: a SUPL Agent (which may or may not be the same as the SUPL Agent of step A) sends an MLP request for location service to the H-SLP. This step is only shown as an example to illustrate that an MLP location service request may lead to a positioning activity. 

J. When the H-SLP decides to initiate a positioning activity (which may be the result of step I or some other condition or event), the H-SLP sends an ULP SUPL REINIT message to the SET.

K. The SET establishes a secure connection to the H-SLP if it is not already established and sends a ULP SUPL POS INIT message to start a positioning session with the H-SLP.
L. The SET and H-SLP exchange ULP SUPL POS messages to execute the requested positioning activity. The SET and the H-SLP MAY release the secure connection after positioning activity is complete.
M. This step is optional and may be performed by the H-SLP to provide a response to the SUPL Agent’s request for location service and may include the results of the positioning activity in step L – if step I took place. 

Steps I to M may be repeated as required and at any time during the lifetime of the GSS.

S. When the end of the GSS is reached, the SET sends an ULP SUPL END message to the H-SLP.
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