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1 Reason for Change

The Presence 2.0 RD specifies charging requirements and purpose of this CR is to introduce the use the OMA charging enabler as one mechanism to meet those requirements. 

The Charging Enabler provides a mechanism to allow OMA enablers to report potentially chargeable events upon which the charging enabler will generate charge detail records for billing activities. The Charging Enabler AD describes three interfaces to support Online Charging, Offline Charging and online/off line charging determination, although the latter will be dropped in the first release.

The Presence Server may all report chargeable events, which could then be processed by the Charging Enabler. The realisation of the charging enabler depends on the service provider and the underlying network, where for example, one possibility is the use with existing 3GPP or 3GP2 charging infrastructure (see : OMA-TS-3GPP_3GPP2_Charging_in_OMA-V1_0-20060208-D)

R01 Changes
· Rewording of the description of the charging enabler to make the requirement on the Presence enabler as opposed to the Charging Enabler.

· AD figure modified to make the charging enabler box in less dense lines
· Added CH-x references to Content Server and Resource List Server
R01 Changes

· Resubmission after ARCH WG propose usage of CH-x interface names

· More recent baseline document
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The recommendation is for PAG to agree the inclusion of reference points from the XDM Enabler to the OMA Charging Enabler for charging purposes as detailed in this CR.

6 Detailed Change Proposal

7.1 Informative References

	OMA References
	

	[ARCH-INVENT]
	“Inventory of Architectures and Services”,  URL: OMA-Inventory-of-Architectures-and-Services-V1_0

	[ARCH-PRINC]
	“OMA Architecture Principles”,  URL: OMA-ArchitecturePrinciples-V1_2

	[ARCH-REVIEW]
	“OMA Architecture Review Process”, URL: OMA-ARCH_Review_Process-V1_0_0

	[OMA-CHARGING]
	“OMA Charging Enabler AD ” URL : OMA-AD-Charging-V1_0-20051011-D 

	[OMA-DICT]
	“OMA Dictionary”, URL: OMA-Dictionary-V2_1

	[OMA-DM]
	OMA Device Management, V1.1.2 ( based on SyncML DM)

	[OMA-ERDCP]
	OMA Enabler Release Definition for Client Provisioning V1.1

	[OMA-RD-XDM]
	“XML Document Management Requirements”, OMA-RD-XDM-V1_0 

	[OMA-PRO-AD]
	OMA – Provisioning Architecture Overview V1.1

	[OMA-PRO-CONT]
	OMA – Provisioning Content V1.1

	[OMA-PRO-UA]
	OMA – Provisioning User Agent Behaviour V1.1

	[OMA-PRO-SEC]
	OMA -  Provisioning Bootstrap V1.1

	[OMA-POC-AD]
	“Push to talk Over Cellular (PoC) Architecture”, URL: OMA-AD-PoC-V1_0

	[OMA-AD-Presence_SIMPLE]
	“Stage 2 - Presence using SIMPLE “, URL: OMA-PAG-SIMPLE-AD-V1_1_0

	[OMA-RD-Presence_SIMPLE]
	“Presence Requirements”, URL: OMA-RD-Presence_SIMPLE-V1_0

	[OMA-TS-XDM_Core]
	“XML Document Management (XDM) Specification”, URL: OMA-TS-XDM_Core-V1_0

	[OMA-TS-XDM_Shared_List]
	“Shared  List XDM Specification ”, URL: OMA-TS-XDM_Shared-V1_0



	[OMA-TS-XDM_Shared_Profile]
	“Shared Profile XDM Specification”

	[OMA-TS-XDM_Shared_Group]
	“Shared Group XDM Specification”

	
	


7. Architectural Model
(Informative)
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Figure 1-SIMPLE Presence Reference Architecture

Change 1:   Under the external entities main section
7. Charging Enabler

Presence entities (Presence Server, Resource List Server and Content Server) may report chargeable events to the Charging enabler [OMA-Charging], which supports on-line and off-line charging. The realisation of the charging enabler depends on the service provider and underlying charging functional entities which MAY reside in various domains, e.g. 3GPP or 3GPP2, or service provider. 

Change 2:  Under description of reference points section
7.  Reference Points to the Charging Enabler
The CH-x reference point represents the reference points CH-1 and CH-2 from presence server, the Resource List Server and the Content Server to the Charging Enabler. These reference points are described in [OMA-Charging]   
7. Charging

5. Charging Architecture
Appropriate charging mechanisms may need to be provided by the underlying network or other suitable entities such as the OMA Charging Enabler [OMA-Charging] in order to support the charging requirements described in [OMA-RD-XDM]. 

Description of how charging is performed is beyond the scope of the present specification.

Both online and offline charging are supported.
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