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1. Scope

This document provides changes and corrections to the following document files:
- WAP-189-PushOTA-20000217-a

It includes changes from the following change requests:

2. Notation

In the subsections describing the changes new text is underlined. Removed text has strikethreugh marks. The presented
text is copied from the specification. Text that is not presented is not affected at al. The change descriptions may also
include editor’ s notes similar to the one below. The notes are not part of the actual changes and must not be included in
the changed text.

| Editor's note: Framed notes like these only clarify where and how the changes shall be applied.
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3. SCR Table Format

3.1 Change Classification

Class 3 — Clerical Corrections

3.2 Change Summary

New SCR table format

3.3 Change Description

| Editor's Note:

3.1 Normative References

[CONF] Specification of WAP Conformance Requirements, 15-September-2000, WAP Forum Ltd,

URL : http//www.wapforum.org/

| Editor's Note: Replace section 10 " Static Confor mance Requirements' with the following appendix:

A Static Conformance Requirements

The following conformance reguirements have been compiled in adherence to the WAP Specification of Conformance

Requirements [CREQ)].

A.1 Client Features

Item Function Reference Status Requirement
OTA-CL-C-001 Connectionless Push 7.1 M WSP-CL-C-002 AND
WSP-CL-C-003 AND
WSP-CL-C-020 AND
WDP:MCF
OTA-CL-C-002 Non-secure Port for 7.1 M
connectionless push
OTA-CL-C-003 Secure Port for WTLS for 7.1 @) OTA-CL-C-001 AND
connectionless push WTLSMCF AND
WTLS-C007
OTA-CO-C-001 Connection-Oriented Push 7.2 0 OTA-GEN-C-001 AND
(OTA-CO-C-002 OR
OTA-CO-C-003) AND
(OTA-CO-C-004 OR
OTA-CO-C-005)
OTA-CO-C-002 Confirmed Push 7.2 @] WSP-CO-C-001 AND
WSP-CO-C-011 AND
WSP-CO-C-038
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OTA-CO-C-003 Unconfirmed Push 7.2 o WSP-CO-C-001 AND
WSP-CO-C-010

OTA-CO-C-004 Use non-secure transport service 7.2

OTA-CO-C-005 Use secure transport service with | 7.2 o WTLSMCF AND
WTLS WTLS-C007

OTA-GEN-C-001 Session Initiation Application 821 o

OTA-GEN-C-002 Application Addressing 7.3 M

OTA-GEN-C-003 Application Dispatching 8.1 M

OTA-GEN-C-004 Initiator Authentication 7.4 o

OTA-GEN-C-005 Bearer Selection 7.6 ]

OTA-GEN-C-006 Bearer Control 7.6 o

OTA-GEN-C-007 Security Considerations 8.24 0
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A.2 Server Features

Item Function Reference Status Requirement

OTA-CL-S-001 Connectionless Push 7.1 M WSP-CL-5-002 AND
WSP-CL-S-003 AND

WSP-CL-5-020 AND
WDP.MSF

OTA-CO-S-001 Connection-Oriented Push 7.2 0O OTA-GEN-S-001 AND
(OTA-CO-S-002 OR

OTA-CO-S-003) AND
(OTA-CO-S-004 OR
OTA-CO-S-005)

OTA-CO-S-002 Confirmed Push 7.2 @] WSP-CO-5-001 AND
WSP-CO-S-011

OTA-CO-S-003 Unconfirmed Push 7.2 o WSP-CO-S-001 AND
WSP-CO-S-010

OTA-CO-S-004 Use non-secure transport service 7.2 @]

OTA-CO-S-005 Use secure transport servicewith | 7.2 o WTLSMSF

WTLS

OTA-GEN-S-001 Server Initiated Session 8.2 0

OTA-GEN-S-002 Application Addressing 7.3 M

OTA-GEN-S-003 Initiator Authentication 74 0]

OTA-GEN-S-004 Bearer Selection 7.6 O

OTA-GEN-S-005 Bearer Control 7.6 0]

O 2001, Wireless Application Protocol Forum, Ltd.
All rights reserved




