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Use of this document is subject to all of the teamd conditions of the Use Agreement located at
http://www.openmobilealliance.org/UseAgreement.html

Unless this document is clearly designated as progpd specification, this document is a work iogass, is not an
approved Open Mobile Alliance™ specification, asdiibject to revision or removal without notice.

You may use this document or any part of the docurfoe internal or educational purposes only, pded you do not
modify, edit or take out of context the informatiornthis document in any manner. Information cored in this document
may be used, at your sole risk, for any purpo&&su may not use this document in any other manriowt the prior
written permission of the Open Mobile Alliance. eET@pen Mobile Alliance authorizes you to copy thi€ument, provided
that you retain all copyright and other proprietaofices contained in the original materials on emgies of the materials
and that you comply strictly with these terms. sTéwpyright permission does not constitute an esaoent of the products
or services. The Open Mobile Alliance assumesespansibility for errors or omissions in this do@mn

Each Open Mobile Alliance member has agreed toessonable endeavors to inform the Open MobileaAdle in a timely
manner of Essential IPR as it becomes aware thdE$sential IPR is related to the prepared or bt specification.
However, the members do not have an obligatiorotwlact IPR searches. The declared Essential IPRbikcly available
to members and non-members of the Open Mobile #dkaand may be found on the “OMA IPR Declaratidist"at
http://www.openmobilealliance.org/ipr.htmiThe Open Mobile Alliance has not conducted atependent IPR review of
this document and the information contained heiial, makes no representations or warranties regatiird party IPR,
including without limitation patents, copyrightstoade secret rights. This document may contaiaritions for which you
must obtain licenses from third parties before mgkusing or selling the inventions. Defined teabsve are set forth in
the schedule to the Open Mobile Alliance Applicatiorm.

NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESK® OMPLIED) ARE MADE BY THE OPEN
MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF
THE IPR'S REPRESENTED ON THE “OMA IPR DECLARATION&IST, INCLUDING, BUT NOT LIMITED TO THE
ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THINFORMATION OR WHETHER OR NOT
SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HERBY DISCLAIMS ANY DIRECT, INDIRECT,
PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EKMPLARY DAMAGES ARISING OUT OF OR IN
CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORATION CONTAINED IN THE DOCUMENTS.

© 2012 Open Mobile Alliance Ltd. All Rights Resed:
Used with the permission of the Open Mobile Alliaridd. under the terms set forth above.

[0 2012 Open Mobile Alliance Ltd. All Rights Reserved.
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.

Error! Reference source not found.



OMA-TS-DM_PushBinding-V1_3-20120306-C Page 3 (11)

Contents
S O @ ] = T 4
2. REFERENGCES ...t oottt e ettt e e e s et et e e s heee et eabee e e bae s e sbeesesasaeesasbeesanbaeesansbeesnssesansbeesesbeeeesseeesantaeesnrees 5
2.1 NORMATIVE REFERENCES......ciititttettiieiiiiteeessesiasssssessssssassssessessasasssssssessasssssssssessssssssessssssssssssssssssssessessessssseseessensne 5
2.2 INFORMATIVE REFERENCES. ... uutiiiiiiiiiittieeeieiiittsseessesiasssssesssssssssssssssssssssssesssssssstesssssssassssssessssssssssesesssassssesessssssssnsens 5
3. TERMINOLOGY AND CONVENTIONS. .. .ottt ettt eette e s tae et ae e s et ee s e sbaee s abbe e seabaessnbeeeesbseeessseeesanbaeesanseeas 6
3.1 (O10 ] A V2= L 0] NS 6
3.2 [T N I 0] N TN 6
33 AABBREVIATIONS ..teiiitteeieitteteiittees ittt ssaseseassseestastessaataessasesesissssssastesssasssssaassssssssssssassesssssessssnssessanssessnssesssssnessssssessnnses 6
4, INTRODUCTION ...ttt ettt e et e ettt e st e s s bt eesesbeaesssbbessaabaessasbassesbaeessabseesaabeaesasbbessnbaessnsbeesasbrsesssbeessanten 7
B, PUSH BINDINGS ...ttt ettt e e e e e et e e e e s b e e e s s eabe e s et be s e sbes s esbeaessabbeesaabeeesasbbeesantbessabbessesbeaessbeessanbaessnbnnas 8
51 PUSH OTA PROTOCOL OVER W SP ...ttt ettt ettt e s s s e b aa s e e e s s e saababae e s e s s saabaaeeesessannbaaeeasennns
5.1.1 Non-secure Push OTA Protocol over WSP
5.1.2 Secure PUSh OTA ProtOCO| OVEE WSP ......... et et e et e s e et e st s et b e s sae st e s saba s e sabeesstaseeeansnns
5.1.3 Using NON-WSP PUSh Capable QEVICES........ceeee oottt ee e e e e e e e ar e e e e ee e e e e e ennnnnes
52 PUSH OTA PROTOCOL OVER SIP ..ottt ettt sttt s ittt sebee s e staee st etbe s eebaessaasasaesaseessasbeessnbaessansesesssesesassessnntes
5.3 PUSH OTA PROTOCOL OVER HT TP ittt ettt e e sttt e e s s e e s bar s e ee s s e sasbasaeeseessasbaaeeesessannbaseessennns
54 PUSH OVER OBEX ... outiiiiiiii ittt ettt eate e ettt et et be e e sbae e s eabeesesbbee st sbeseaabbeesaabesaesbseessasbeeeanbaeseanseesennneeesasseesantes
APPENDIX A. CHANGE HISTORY (INFORMATIVE) .ottt ittt sttt s se e se e nne s 10
A1l APPROVED VERSION HISTORY eiiiiiiiiiiitieietiiiittreeeeesssisbaseessssisissssessssssassssssssssssasssssssessesassssssssssassssssesssssassssesessssnsnnns 10
A.2 DRAFT/CANDIDATE VERSION L3 HISTORY ...uttiiiiiiiiiiitii i iittie sttt s st s ebt s s s bt e s st ae s saabessesbaasssbbasssanbeessnnbessenbansssanes 10
APPENDI X B. STATIC CONFORMANCE REQUIREMENTS (NORMATIVE) ...cciiiiieiecieseee e 11
B.l  SCR FOR CLIENT FEATURES. . uttttitiiiiiititeeieeiiitteeee st eiatseetesssasstsestesssassstesssssssasastesssssesatssssesssassssssesssssassstesesesssssnes 11
B.2  SCR FOR SERVER FEATURES ...tutiiiiiiiitieieie e eeitietee st etastseeseessassatsestesssassstssssesssassstesesssesassssssesssassssssesssssnssssesssessssssnes 11

[0 2012 Open Mobile Alliance Ltd. All Rights Reserved.
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.

Error! Reference source not found.



OMA-TS-DM_PushBinding-V1_3-20120306-C Page 4 (11)

1. Scope

This document describes the Push Binding for cagridM Messages based on DM representdddfREPPRO] DM
Notification information can be found in the DM Natation documenfDMNOTI].
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3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT", “REQUIRED”, “SHAILL", “SHALL NOT", “SHOULD", “SHOULD NOT",
“RECOMMENDED”, “MAY”, and “OPTIONAL" in this documet are to be interpreted as describefRFC2119]

All sections and appendixes, except “Scope” antrdbiuction”, are normative, unless they are exgijiéghdicated to be
informative.

Any reference to components of the SyncML DTD or IXbhippets is specified in thisypef ace.

3.2 Definitions

Kindly consultiDMDICT] for all definitions used in this document.

3.3 Abbreviations

Kindly consultfDMDICT] for all abbreviations used in this document.
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4. Introduction

This document defines the binding requirementpimhing DM Messages via the OMA Push enaBleior! Reference
sour ce not found.. OMA Push allows for several transports and tinsling provides additional settings. Push will obby
used for single DM Messages such as Bootstrap ssi@dess. Normally, the originator of the DM Meagsés called the
Push Server, and the recipient of the DM Messagalied the Push Client.

A Push Message consists of a header section aodyesection. The header section is transport depgntdut will identify
the version of the DM Message being pushed.

DM Clients MAY support this binding.
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5. Push Bindings

The following sections define the requirementstfi@ Push Binding of DM Messages. The DM Client MUsipport at
least one of these push methods if it supportsatihiding. Other push protocols MAY be used butreotdefined in this
binding.

5.1 Push OTA Protocol over WSP
51.1 Non-secure Push OTA Protocol over WSP

A DM Message MAY be non-securely pushed to the DM using the Push OTA Protocol over WSP (OTA-WSP
[PushOTA]with the following additional rules:

e« The DM Message MUST be sent using the non-securmgemtionless push.

e The application-id code 0x07 MUST be used.

e The Content-Type code 0x42 (WBXML) or 0x43 (XML) MBT be used. Note that these values are defineldeon t
OMNA page[OMNAWSP].

5.1.2 Secure Push OTA Protocol over WSP

A DM Message MAY be securely pushed to the DM Qligsing the Push OTA Protocol over WSP (OTA-WEREhOTA]
with the following additional rules:
« The DM Message MUST be sent using the secure ctionkss push.
e The application-id code 0x07 MUST be used.
e The Content-Type code 0x42 (WBXML) or 0x43 (XML) MBT be used. Note that these values are defineldeon t
OMNA page[OMNAWSP].

5.1.3  Using non-WSP Push capable devices

If the receiver is not a WAP device, it is veryilaly that any other application would be activetba same port, which has
been publicly registered with IANA. The decodingtioé message headers is very straightforward dvibha device lacks a
full WAP stack and therefore the device MUST exaarifrthe message has been sent to the default VAR jport (2948)
and if the application-id and the MIME type are sm@ssigned to the OMA DM Message. If all these s are satisfied
then the message MUST be routed to the OMA Deviaeddement application.

5.2 Push OTA Protocol over SIP

A DM Message MAY be pushed to the DM Client usihg Push OTA Protocol over SIP (OTA-S[PushOTA]with the
following additional rules:

* The DM Client MUST register with the SIP/IP Coresa®n as practical.

» If GRUU [RFC5627]is supported on the device, then it MUST be ugetié registration process.

e The Content-Type MUST beapplication/vnd.syncml.dm+xmdir ‘application/vnd.syncml.dm+wbxml’

» “syncml.dm” SHALL be used for “g.oma.eventappid” diee feature tag.

* “SIP MESSAGE method (Pager-Mode)” SHALL be usedetiver the DM Message.
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5.3 Push OTA Protocol over HTTP

A DM Message MAY be pushed to the DM Client usihg Push OTA Protocol over HTTP (OTA-HTTPushOTA]with
the following additional rules:

e The Content-Type MUST beapplication/vnd.syncml.dm+xmdir ‘application/vnd.syncml.dm+wbxml’
¢ The connection MUST use the same security methedsthe DM HTTP BindingDMHTTP].

5.4 Push over OBEX

A DM Message MAY be pushed to the DM Client overE>8protocol by using the PUT command of the OBEXtpcol.
This happens in the same way as sending the DMidaiton over OBEX to a DM clieqfDMNOTI], [DMOBEX].

* The connection MUST use the same security methedsthe DM OBEX BindingDMOBEX].
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Appendix A. Change History (Informative)
A.1 Approved Version History

Reference Date Description

N/A N/A No prior 1.3 version

A.2 Draft/Candidate Version 1.3 History

Document I dentifier Date Sections Description
Draft Version 26 Aug 2010 All Baseline as agreed in “OMA-DM-DM13-2010-0088R05-
OMA-TS-DM_PushBinding-V1_3 INP_Push_Binding”
Candidate Version 07 Dec 2010 N/A Status changed to Candidate by TP
OMA-TS-DM_PushBinding-V1_3 Ref #OMA-TP-2010-0502-

INP_DM_V1_3_ERP_and_ETR_for_Candidate_re_approval

Draft Versions 13 Jan 2012 2,3 Applied:
OMA-TS-DM_PushBinding-V1_3 OMA-DM-DM13-2011-0133R02-CR_CONR_Push_Binding

30 Jan 2012 2,4, App B | Applied 2012 TS template to SCR tables accordingltbM-2012-
A008 + added reference to SCRRULES and deletedargfe to
IOPPROC

Restored cross-references in the whole document
Applied 2012 template to introduction section.

02 Feb 2012 21 Chnaged reference [REPRO] into [REPPRO] to matehrist of the
document
22 Feb 2012 2.1 Applied
OMA-DM-DM13-2012-0092-CR_PUSHBInding
23 Feb 2012 4.1 Header removed by DSO accordidgtion Item DM-2012-A030
Candidate Version 06 Mar 2012 N/A Status changed to Candidate by TP
OMA-TS-DM_PushBinding-V1_3 Ref #OMA-TP-2012-0084-

INP_DM_V1_3_ERP_and_ETR_for_Candidate_re_approval
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B.1

Appendix B. Static Conformance Requirements (Normative)
The notation used in this appendix is specifie(BtRRULES]
SCR for Client Features
Item Function Reference Requirement
DM-PUSH-C-001-O Support for Push Client Section 4 DM-PUSH-C-002-O OR
Section 5 DM-PUSH-C-003-O OR
DM-PUSH-C-004-O OR
DM-PUSH-C-005-O OR
DM-PUSH-C-006-O
DM-PUSH-C-002-O Support for Non-securg Section 5.1
Push Protocol over WSR
DM-PUSH-C-003-O Support for Secure PushSection 5.1
Protocol over WSP
DM-PUSH-C-004-O Support for Push Section 5.2
Protocol over SIP
DM-PUSH-C-005-O Support for Push Section 5.3 DM-PUSH-C-007-O
Protocol over HTTP
DM-PUSH-C-006-O Support for Push Over | Section 5.4 DM-PUSH-C-008-O
OBEX
DM-PUSH-C-007-O Support for HTTP Section 5.3
security
DM-PUSH-C-008-O Support for OBEX Section 5.4
security
B.2 SCR for Server Features
Item Function Reference Requirement
DM-PUSH-S-001-O Support for Push Server  Section 4 | DM-PUSH-S-002-O OR
Section 5 DM-PUSH-S-003-O OR
DM-PUSH-S-004-O OR
DM-PUSH-S-005-0O OR
DM-PUSH-S-006-0O
DM-PUSH-S-002-O Support for Non-secure Section 5.1
Push Protocol over WSR
DM-PUSH-S-003-O Support for Secure PusiSection 5.1
Protocol over WSP
DM-PUSH-S-004-O Support for Push Section 5.2
Protocol over SIP
DM-PUSH-S-005-O Support for Push Section 5.3 DM-PUSH-S-007-O
Protocol over HTTP
DM-PUSH-S-006-O Support for Push Over| Section 5.4 DM-PUSH-S-008-O
OBEX
DM-PUSH-S-007-O Support for HTTP Section 5.3
security
DM-PUSH-S-008-0O Support for OBEX Section 5.4
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Item

Function

Reference

Requirement

security
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