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1. Scope 
This document provides changes and corrections to the following document files: 

- WAP-199-WTLS-20000218-a 

It includes changes from the following: 

- WAP-199_102-WTLS-20010214-a, i.e. addition of the "Requirement" column. 

Additionally, it changes the SCR format 

- removes the "Subfunction" chapter 

- changes the item names from WTLS-Snnn to WTLS -S-nnn etc. 

2. Notation 
In the subsections describing the changes new text is underlined. Removed text has strikethrough marks. The presented 
text is copied from the specification. Text that is not presented is not affected at all. The change descriptions may also 
include editor’s notes similar to the one below. The notes are not part of the actual changes and must not be included in 
the changed text. 

Editor's note: Framed notes like these only clarify where and how the changes shall be applied.  
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3. SCR Format 

3.1 Change Classification 
Class 3  – Clerical Corrections 

3.2 Change Summary 
- Inclusion of the requirement column as in the SIN WAP-199_102-WTLS -20010214-a, with more complete 

requirement description 

- Deleting the "Subfunction column" (merging contents with "Function" column) 

- Changing the item names from WTLS-Snnn to WTLS -S-nnn etc. 

 

3.3 Change Description 
Editor's note: On pages 93 – 97. Merging of tables and changing item names not shown as underlined. 

A.1 WTLS Server Options  
Item Function Reference Status Requirement 

WTLS -S-001 Session management 
Full handshake (eg, needed for the anonymous handshake) 

10.3 M  

WTLS -S-002 Session management 
Abbreviated handshake (ie, resume) 

10.3 M  

WTLS -S-003 Session management 
Optimised public key handshake 

10.3 O  

WTLS -S-004 Session management 
Session sharing (multiple connections) 

11.1.4 O  

WTLS -S-005 Session management 
Record concatenation for handshake messages  

10.4 M  

WTLS -S-006 Session management 
Handshake reliability over datagrams  

10.4 M  

WTLS -S-007 Session management 
Sending of hello_request 

10.5.1 O  

WTLS -S-010 Record protocol 
Explicit sequence numbering 

9.2.3.1 M  

WTLS -S-011 Record protocol 
Implicit sequence numbering 

9.2.3.1 O  

WTLS -S-012 Record protocol 
Duplicate removal 

9.2.3.1 M  

WTLS -S-013 Record protocol 
Key refresh 

Appendix B.3 M  

WTLS -S-020 Alerting 
Critical alerts (close connection) 

10.2 M  
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WTLS -S-021 Alerting 
Fatal alerts (close connection, invalidate session if not in 
cleartext) 

10.2 M  

WTLS -S-022 Alerting 
Checking of checksums  

10.2 M  

WTLS -S-025 Change Cipher Spec 10.1 M  
WTLS -S-026 Application Data 9.2 M  

WTLS -S-030 Anonymous handshaking options; at least one supported. Appendix A M WTLS -S-031 OR 
WTLS -S-032 OR 
WTLS -S-033 OR 
WTLS -S-034 OR 
WTLS -S-035 OR 
WTLS -S-036 OR 
WTLS -S-037 OR 
WTLS -S-038 OR 
WTLS -S-049 

WTLS -S-031 Anonymous handshaking options 
DH_ANON 

Appendix A O  

WTLS -S-032 Anonymous handshaking options 
DH_ANON_768 

Appendix A O  

WTLS -S-033 Anonymous handshaking options 
DH_ANON_512 

Appendix A O  

WTLS -S-034 Anonymous handshaking options 
RSA_ANON 

Appendix A O  

WTLS -S-035 Anonymous handshaking options 
RSA_ANON_768 

Appendix A O  

WTLS -S-036 Anonymous handshaking options 
RSA_ANON_512 

Appendix A O  

WTLS -S-037 Anonymous handshaking options 
ECDH_ANON 

Appendix A O  

WTLS -S-038 Anonymous handshaking options 
ECDH_ANON_131 

Appendix A O  

WTLS -S-049 Anonymous handshaking options 
ECDH_ANON_113 

Appendix A O  

WTLS -S-060 Non-anonymous (server authenticated) handshake options; at 
least one supported. If either of WTLS -S-062 and WTLS-S-063 is 
supported, then WTLS-S-061 MUST also be supported, with a 
minimum supported modulus of 1024 bits. 

Appendix A M (WTLS-S-061 OR  
WTLS -S-064) 
AND WTLS-S-
191 

WTLS -S-061 Non-anonymous (server authenticated) handshake options 
RSA 

Appendix A O  

WTLS -S-062 Non-anonymous (server authenticated) handshake options 
RSA_768 

Appendix A O WTLS -S-061 

WTLS -S-063 Non-anonymous (server authenticated) handshake options 
RSA_512 

Appendix A O WTLS -S-061 

WTLS -S-064 Non-anonymous (server authenticated) handshake options 
ECDH_ECDSA 

Appendix A O WTLS -S-165 OR  
WTLS -S-167 

WTLS -S-070 Client authentication options; at least one supported. Appendix A O WTLS -S-071 OR  
WTLS -S-072 
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WTLS -S-071 Client authentication options 
RSA 

Appendix A O  

WTLS -S-072 Client authentication options 
ECDH_ECDSA 

Appendix A O  

WTLS -S-080 Shared secret handshake Appendix A O  

WTLS -S-090 NULL key exchange Appendix A O  

WTLS -S-100 Data encryption options; at least one supported.  

Implementatations are RECOMMENDED to support RC5_CBC, 
RC5_CBC_64 and RC5_CBC_56 as minimum. Implementations 
are RECOMMENDED to support encryption options with the 
highest number of effective key bits (as preferred) and 
additionally, options with lower number of effective bits. 

Appendix A M WTLS -S-101 OR  
WTLS -S-102 OR  
WTLS -S-103 OR  
WTLS -S-104 OR  
WTLS -S-105 OR  
WTLS -S-106 OR  
WTLS -S-107 OR  
WTLS -S-108 

WTLS -S-101 Data encryption options 
RC5_CBC 

Appendix A O  

WTLS -S-102 Data encryption options 
RC5_CBC_56 

Appendix A O  

WTLS -S-103 Data encryption options 
DES_CBC 

Appendix A O  

WTLS -S-104 Data encryption options 
3DES_CBC_EDE 

Appendix A O  

WTLS -S-105 Data encryption options 
IDEA_CBC 

Appendix A O  

WTLS -S-106 Data encryption options 
IDEA_CBC_56 

Appendix A O  

WTLS -S-107 Data encryption options 
RC5_CBC_64 

Appendix A O  

WTLS -S-108 Data encryption options 
IDEA_CBC_64 

Appendix A O  

WTLS -S-120 NULL encryption  Appendix A O  
WTLS -S-130 MAC options; at least one supported. 

Implementations are RECOMMENDED to use SHA_80 in 
preference to SHA 

Appendix A M  

WTLS -S-131 MAC options 
SHA 

Appendix A M  

WTLS -S-132 MAC options 
SHA_80 

Appendix A O  

WTLS -S-133 MAC options 
SHA_40 

Appendix A O  

WTLS -S-134 MAC options 
(Algorithm removed) 

N/A N/A  

WTLS -S-135 MAC options 
MD5 

Appendix A O  

WTLS -S-136 MAC options 
MD5_80 

Appendix A O  
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WTLS -S-137 MAC options 
MD5_40 

Appendix A O  

WTLS -S-140 NULL MAC (SHA_0) Appendix A O  
WTLS -S-141 NULL compression Appendix A M  

WTLS -S-151 Predefined Diffie-Hellman parameters 
Parameters 1 

Appendix A O  

WTLS -S-152 Predefined Diffie-Hellman parameters 
Parameters 2  

Appendix A O  

WTLS -S-165 ECC basic curves;  if ECC is used, at least one MUST be 
supported and all SHOULD be supported.  
Curve 5 (163 bits) 

Appendix A O  

WTLS -S-167 ECC basic curves 
Curve 7 (160 bits) 

Appendix A O  

WTLS -S-161 ECC non-basic curves  
Curve 1 (113 bits) 

Appendix A O  

WTLS -S-163 ECC non-basic curves  
Curve 3 (163 bits) 

Appendix A O  

WTLS -S-164 ECC non-basic curves  
Curve 4 (113 bits) 

Appendix A O  

WTLS -S-166 ECC non-basic curves  
Curve 6 (112 bits) 

Appendix A O  

WTLS -S-168 ECC non-basic curves  
Curve 8 (112 bits) 

Appendix A O  

WTLS -S-169 ECC non-basic curves  
Curve 9 (160 bits) 

Appendix A O  

WTLS -S-170 ECC non-basic curves  
Curve 10 (233 bits) 

Appendix A O  

WTLS -S-171 ECC non-basic curves  
Curve 11 (233 bits) 

Appendix A O  

WTLS -S-172 ECC non-basic curves  
Curve 12 (224 bits) 

Appendix A O  

WTLS -S-180 ECC point compression 11.1.3 O  

WTLS -S-191 Verification of certificates; WTLS certificate verification MUST 
be supported if non-anonymous handshake is supported 
WTLS certificate 

10.5.2 O  

WTLS -S-192 Verification of certificates 
X.509 certificate 

10.5.2 O  

WTLS -S-193 Verification of certificates 
X9.68 certificate 

10.5.2 O  

WTLS -S-200 GMT UNIX time support  10.5.1 M  
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A.2 WTLS Client Options  
Item Function Reference Status Requirement 
WTLS -C-001 Session management 

Full handshake (eg, needed for the anonymous handshake) 
10.3 M  

WTLS -C-002 Session management 
Abbreviated handshake (ie, resume) 

10.3 M  

WTLS -C-003 Session management 
Optimised public key handshake 

10.3 O  

WTLS -C-004 Session management 
Session sharing (multiple connections) 

11.1.4 O  

WTLS -C-005 Session management 
Record concatenation for handshake messages  

10.4 M  

WTLS -C-006 Session management 
Handshake reliability over datagrams  

10.4 M  

WTLS -C-007 Session management 
Start negotiation after a cleartext Hello Request 

10.5.1.1 O  

WTLS -C-010 Record protocol 
Explicit sequence numbering 

9.2.3.1 M  

WTLS -C-011 Record protocol 
Implicit sequence numbering 

9.2.3.1 O  

WTLS -C-012 Record protocol 
Duplicate removal 

9.2.3.1 M  

WTLS -C-013 Record protocol 
Key refresh 

Appendix B.3 M  

WTLS -C-020 Alerting 
Critical alerts (close connection) 

10.2 M  

WTLS -C-021 Alerting 
Fatal alerts (close connection, invalidate session if not in 
cleartext) 

10.2 M  

WTLS -C-022 Alerting 
Checking of checksums  

10.2 M  

WTLS -C-025 Change Cipher Spec 10.1 M  
WTLS -C-026 Application Data 9.2 M  

WTLS -C-030 Anonymous handshaking options; at least one supported. Appendix A M WTLS -C-031 OR 
WTLS-C-032 OR 
WTLS -C-033 OR 
WTLS -C-034 OR 
WTLS -C-035 OR 
WTLS -C-036 OR 
WTLS -C-037 OR 
WTLS -C-038 OR 
WTLS -C-049 

WTLS -C-031 Anonymous handshaking options 
DH_ANON 

Appendix A O  

WTLS -C-032 Anonymous handshaking options 
DH_ANON_768 

Appendix A O  
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WTLS -C-033 Anonymous handshaking options 
DH_ANON_512 

Appendix A O  

WTLS -C-034 Anonymous handshaking options 
RSA_ANON 

Appendix A O  

WTLS -C-035 Anonymous handshaking options 
RSA_ANON_768 

Appendix A O  

WTLS -C-036 Anonymous handshaking options 
RSA_ANON_512 

Appendix A O  

WTLS-C-037 Anonymous handshaking options 
ECDH_ANON 

Appendix A O  

WTLS -C-038 Anonymous handshaking options 
ECDH_ANON_131 

Appendix A O  

WTLS -C-049 Anonymous handshaking options 
ECDH_ANON_113 

Appendix A O  

WTLS -C-060 Non-anonymous (server authenticated) handshake options; at 
least one supported. If either of WTLS -C-062 and WTLS -C-063 
is supported, then WTLS -C-061 MUST also be supported, with a 
minimum supported modulus of 1024 bits. 

Appendix A M (WTLS-C-061 
OR  
WTLS -C-064) 
AND WTLS-C-
191 

WTLS -C-061 Non-anonymous (server authenticated) handshake options 
RSA 

Appendix A O  

WTLS -C-062 Non-anonymous (server authenticated) handshake options 
RSA_768 

Appendix A O WTLS -C-061 

WTLS -C-063 Non-anonymous (server authenticated) handshake options 
RSA_512 

Appendix A O WTLS -C-061 

WTLS -C-064 Non-anonymous (server authenticated) handshake options 
ECDH_ECDSA 

Appendix A O WTLS -C-165 OR  
WTLS -C-167 

WTLS -C-070 Client authentication options; at least one supported. Appendix A O WTLS -C-071 OR  
WTLS -C-072 

WTLS -C-071 Client authentication options 
RSA 

Appendix A O  

WTLS -C-072 Client authentication options 
ECDH_ECDSA 

Appendix A O  

WTLS -C-080 Shared secret handshake Appendix A O  

WTLS -C-090 NULL key exchange Appendix A O  
WTLS -C-100 Data encryption options; at least one supported. 

Implementatations are RECOMMENDED to support RC5_CBC, 
RC5_CBC_64 and RC5_CBC_56 as minimum. 
Implementations are RECOMMENDED to support encryption 
options with the highest number of effective key bits (as 
preferred) and additionally, options with lower numb er of 
effective bits. 

Appendix A O WTLS -C-101 OR  
WTLS -C-102 OR  
WTLS -C-103 OR  
WTLS -C-104 OR  
WTLS -C-105 OR  
WTLS -C-106 OR  
WTLS -C-107 OR  
WTLS -C-108 

WTLS -C-101 Data encryption options 

RC5_CBC 

Appendix A O  

WTLS -C-102 Data encryption options 

RC5_CBC_56 

Appendix A O  
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WTLS -C-103 Data encryption options 

DES_CBC 

Appendix A O  

WTLS -C-104 Data encryption options 

3DES_CBC_EDE 

Appendix A O  

WTLS -C-105 Data encryption options 

IDEA_CBC 

Appendix A O  

WTLS -C-106 Data encryption options 

IDEA_CBC_56 

Appendix A O  

WTLS -C-107 Data encryption options 

RC5_CBC_64 

Appendix A O  

WTLS -C-108 Data encryption options 

IDEA_CBC_64 

Appendix A O  

WTLS -C-120 NULL encryption  Appendix A O  

WTLS -C-130 MAC options; at least one supported. 
Implementations are RECOMMENDED to use SHA_80 in 
preference to SHA 

Appendix A M  

WTLS -C-131 MAC options 

SHA 

Appendix A M  

WTLS -C-132 MAC options 
SHA_80 

Appendix A O  

WTLS -C-133 MAC options 
SHA_40 

Appendix A O  

WTLS -C-134 MAC options 
(Algorithm removed) 

N/A N/A  

WTLS -C-135 MAC options 
MD5 

Appendix A O  

WTLS -C-136 MAC options 
MD5_80 

Appendix A O  

WTLS -C-137 MAC options 
MD5_40 

Appendix A O  

WTLS -C-140 NULL MAC (SHA_0) Appendix A O  
WTLS -C-141 NULL compression Appendix A M  

WTLS -C-151 Predefined Diffie-Hellman parameters 
Parameters 1 

Appendix A O  

WTLS -C-152 Predefined Diffie-Hellman parameters 
Parameters 2  

Appendix A O  

WTLS -C-165 ECC basic curves;  if ECC is used, at least one MUST be 
supported. Verification SHOULD be supported with all basic 
curves that have field size not less than 160 bits  
Curve 5 (163 bits) 

Appendix A O  

WTLS -C-167 ECC basic curves 
Curve 7 (160 bits) 

Appendix A O  

WTLS -C-161 ECC non-basic curves  
Curve 1 (113 bits) 

Appendix A O  
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WTLS -C-163 ECC non-basic curves  
Curve 3 (163 bits) 

Appendix A O  

WTLS -C-164 ECC non-basic curves  
Curve 4 (113 bits) 

Appendix A O  

WTLS -C-166 ECC non-basic curves  
Curve 6 (112 bits) 

Appendix A O  

WTLS -C-168 ECC non-basic curves  
Curve 8 (112 bits) 

Appendix A O  

WTLS -C-169 ECC non-basic curves  
Curve 9 (160 bits) 

Appendix A O  

WTLS -C-170 ECC non-basic curves  
Curve 10 (233 bits) 

Appendix A O  

WTLS -C-171 ECC non-basic curves  
Curve 11 (233 bits) 

Appendix A O  

WTLS -C-172 ECC non-basic curves  
Curve 12 (224 bits) 

Appendix A O  

WTLS -C-180 ECC point compression 11.1.3 O  

WTLS -C-191 Verification of certificates; WTLS certificate verification MUST 
be supported if non-anonymous handshake is supported 
WTLS certificate 

10.5.2 O  

WTLS -C-192 Verification of certificates 
X.509 certificate 

10.5.2 O  

WTLS -C-193 Verification of certificates 
X9.68 certificate 

10.5.2 O  

WTLS -C-200 GMT UNIX time support  10.5.1 O  

WTLS -C-220 Use of WIM [WAP 
WIM] 

O WTLS -C-070 
AND 
WIM:MCF AND 
WIM-C-001 

 

 


