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SPECIFICATION CHANGE DOCUMENT

DOCUMENT IDENTIFIER: WAP-203-20000504

SPECIFICATION CHANGE DOCUMENT ID: WAP-203_003-WSP-20001218-A

DATE: 18-DECEMBER-2000

SUBJECT: NEW SCR ACCORDING TO THE NEW RULES PUBLISHED

Change requests addressed by this change:

New rules have been published for SCRs in WAP-221-CREQ. This SCD reformat the WSP SCR according to
those new rules.

Change 1

Change Classification:

1 – New Feature, Major Change or Market Effecting Change [   ]
2 – Bug Fixes [   ]
3 – Clerical Corrections [ X]

Change Summary:

New SCR tables according to the new rules.

Sections Affected and Additional Explanation of Details of Change (if needed):

3.1 Normative References

Appendix D.

Proposed Change:

3.1 Normative References
Add the following reference:

[CREQ] Specification of WAP Conformance Requirements,  WAP-221-CREQ, WAP Forum Ltd,
URL: http//www.wapforum.org/
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Appendix D Static Conformance Requirements

D.1 Client/Server Mode
Item Function Reference Status Requirement
WSP-C-001 Device Mode Section 6,7&8 M WSP-CL-C-001 OR

WSP-CO-C-001
WSP-CL-C-001 Connectionless Section 6,7&8 O WDP:MCF AND

WSP-CL-C-003 AND
WSP-CL-C-004 AND
WSP-CL-C-005 AND
WSP-CL-C-006 AND
WSP-CL-C-007 AND
WSP-CL-C-020

WSP-CO-C-001 Connection-Oriented Section 6,7&8 O WTP: MCF AND
WSP-CO-C-002 AND
WSP-CO-C-003 AND
WSP-CO-C-004 AND
WSP-CO-C-005 AND
WSP-CO-C-006 AND
WSP-CO-C-007 AND
WSP-CO-C-014 AND
WSP-CO-C-017 AND
WSP-CO-C-018 AND
WSP-CO-C-019 AND
WSP-CO-C-020 AND
WSP-CO-C-033 AND
WSP-CO-C-035

WSP-CL-S-001 Connectionless Section 6,7&8 M WDP:MSF AND
WSP-CL-S-003 AND
WSP-CL-S-004 AND
WSP-CL-S-005 AND
WSP-CL-S-006 AND
WSP-CL-S-007 AND
WSP-CL-S-020

WSP-CO-S-001 Connection-Oriented Section 6,7&8 M WTP: MSF AND
WSP-CO-S-002 AND
WSP-CO-S-003 AND
WSP-CO-S-005 AND
WSP-CO-S-006 AND
WSP-CO-S-007 AND
WSP-CO-S-014 AND
WSP-CO-S-017 AND
WSP-CO-S-018 AND
WSP-CO-S-019 AND
WSP-CO-S-020 AND
WSP-CO-S-033
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D.2 Connection-Oriented Client

Item Function Reference Status Requirement
WSP-CO-C-002 Connect PDU 6.3.3.1

6.3.4
7.1.2.1
7.1.5
7.1.6.1
8.2.2.1

M WTP:MCF

WSP-CO-C-003 ConnectReply PDU 7.1.2.1
7.1.5
7.1.6.1
8.2.2.2

M WTP:MCF

WSP-CO-C-004 Redirect PDU 7.1.2.1
7.1.5
7.1.6.1
8.2.2.3

M WTP:MCF

WSP-CO-C-005 Capability Negotiation
- Connect PDU

6.3.2
6.3.3.1
7.1.5
7.1.6.1
8.2.2.1
8.3

M WTP:MCF

WSP-CO-C-006 Capability Negotiation
- ConnectReply PDU

7.1.5
7.1.6.1
8.2.2.2
8.3

M WTP:MCF

WSP-CO-C-007 Disconnect PDU 6.3.3.2
7.1.2.1
7.1.5
7.1.6.1
8.2.2.4

M WTP:MCF

WSP-CO-C-008 Suspend PDU 6.3.3.3
7.1.2.2
7.1.5
7.1.6.1
8.2.5.1

O WTP:MCF

WSP-CO-C-009 Resume PDU 6.3.3.4
7.1.2.2
7.1.5
7.1.6.1
8.2.5.2

O WTP:MCF

WSP-CO-C-010 Push PDU 6.3.3.9
7.1.2.4
8.2.4.1

O WTP:MCF

WSP-CO-C-011 ConfirmedPush PDU 6.3.3.10
6.3.3.11
6.3.4
7.1.2.5
7.1.5
7.1.6.3
8.2.4.1

O WSP-CO-C-034 AND
WTP:MCF

WSP-CO-C-012 Ack. Headers 6.3.3.7 O WTP:MCF
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6.3.3.10
7.1.6.2
7.1.6.3
8.2.4.2

WTP-C-013

WSP-CO-C-013 Extended Methods 6.3.2.2
8.3.2.4

O WTP:MCF

WSP-CO-C-014 Default Header Code
Page Encoding

8.4
Table 39

M

WSP-CO-C-015 Extended Header Code
Page Encoding

8.3.2.5 O WTP:MCF

WSP-CO-C-016 Aliases 6.3.2.2
8.3.2.6

O WTP:MCF

WSP-CO-C-017 Method GET -
Get PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.2
8.2.3.1

M WTP:MCF

WSP-CO-C-018 Method GET -
Reply PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.2
8.2.3.3

M WTP:MCF

WSP-CO-C-019 Method POST -
Post PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.2
8.2.3.2

M WTP:MCF

WSP-CO-C-020 Method POST -
Reply PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.2
8.2.3.3

M WTP:MCF

WSP-CO-C-021 Method DELETE -
Get PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.2
8.2.3.1

O WTP:MCF

WSP-CO-C-022 Method DELETE -
Reply PDU

6.3.3.6
6.3.3.7
6.3.3.8

O WTP:MCF
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6.3.4
7.1.2.3
7.1.5
7.1.6.2
8.2.3.3

WSP-CO-C-023 Method HEAD -
Get PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.2
8.2.3.1

O WTP:MCF

WSP-CO-C-024 Method HEAD -
Reply PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.2
8.2.3.3

O WTP:MCF

WSP-CO-C-025 Method OPTIONS  -
Get PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.2
8.2.3.1

O WTP:MCF

WSP-CO-C-026 Method OPTIONS -
Reply PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.2
8.2.3.3

O WTP:MCF

WSP-CO-C-027 Method TRACE -
Get PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.2
8.2.3.1

O WTP:MCF

WSP-CO-C-028 Method TRACE -
Reply PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.2
8.2.3.3

O WTP:MCF

WSP-CO-C-029 Method PUT -
Post PDU

6.3.3.6
6.3.3.7

O WTP:MCF
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6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.2
8.2.3.2

WSP-CO-C-030 Method PUT -
Reply PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.2
8.2.3.3

O WTP:MCF

WSP-CO-C-031 Multipart Data -
Post PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.2
8.2.3.2

O WTP:MCF

WSP-CO-C-032 Multipart Data -
Reply PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.2
8.2.3.3

O WTP:MCF

WSP-CO-C-033 Method Abort 6.3.3.2
6.3.3.3
6.3.3.8

M WTP:MCF

WSP-CO-C-034 Push Abort 6.3.3.10
6.3.3.11

O WTP:MCF

WSP-CO-C-035 Encoding Version
Framework

8.4.1
8.4.2.70

M WTP:MCF

D.3 Connectionless Client

Item Function Reference Status Requirement
WSP-CL-C-002 Push PDU 6.4.2.3

6.3.4
7.2
8.2.4.1

O WDP:MCF

WSP-CL-C-003 Header Encoding
Default page

8.4
Table 39

M

WSP-CL-C-004 Method GET -
Get PDU

6.4.2.1
6.4.2.2
6.4.3

M WDP:MCF
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7.2
8.2.3.1

WSP-CL-C-005 Method GET -
Reply PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.3

M WDP:MCF

WSP-CL-C-006 Method POST -
Post PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.2

M WDP:MCF

WSP-CL-C-007 Method POST -
Reply PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.3

M WDP:MCF

WSP-CL-C-008 Method DELETE -
Get PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.1

O WDP:MCF

WSP-CL-C-009 Method DELETE -
Reply PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.3

O WDP:MCF

WSP-CL-C-010 Method HEAD -
Get PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.1

O WDP:MCF

WSP-CL-C-011 Method HEAD -
Reply PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.3

O WDP:MCF

WSP-CL-C-012 Method OPTIONS -
Get PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.1

O WDP:MCF

WSP-CL-C-013 Method OPTIONS -
Reply PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.3

O WDP:MCF

WSP-CL-C-014 Method TRACE -
Get PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.1

O WDP:MCF

WSP-CL-C-015 Method TRACE -
Reply PDU

6.4.2.1
6.4.2.2
6.4.3

O WDP:MCF
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7.2
8.2.3.3

WSP-CL-C-016 Method PUT -
Post PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.2

O WDP:MCF

WSP-CL-C-017 Method PUT -
Reply PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.3

O WDP:MCF

WSP-CL-C-018 Multipart Data -
Post PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.2

O WDP:MCF

WSP-CL-C-019 Multipart Data -
Reply PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.3

O WDP:MCF

WSP-CL-C-020 Encoding Version
Framework

8.4.1
8.4.2.70

M WDP:MCF
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D.4 Connection-Oriented Server

Item Function Reference Status Requirement
WSP-CO-S-002 Connect PDU 6.3.3.1

6.3.4
7.1.2.1
7.1.5
7.1.6.4
8.2.2.1

M WTP:MSF

WSP-CO-S-003 ConnectReply PDU 7.1.2.1
7.1.5
7.1.6.4
8.2.2.2

M WTP:MSF

WSP-CO-S-004 Redirect PDU 7.1.2.1
7.1.5
7.1.6.4
8.2.2.3

O WTP:MSF

WSP-CO-S-005 Capability Negotiation
- Connect PDU

6.3.2
6.3.3.1
6.3.3.4
7.1.5
7.1.6.4
8.2.2.1
8.3

M WTP:MSF

WSP-CO-S-006 Capability Negotiation
- ConnectReply PDU

7.1.5
7.1.6.4
8.2.2.2
8.3

M WTP:MSF

WSP-CO-S-007 Disconnect PDU 6.3.3.2
7.1.2.1
7.1.5
7.1.6.4
8.2.2.4

M WTP:MSF

WSP-CO-S-008 Suspend PDU 6.3.3.3
7.1.2.2
7.1.5
7.1.6.4
8.2.5.1

O WTP:MSF

WSP-CO-S-009 Resume PDU 6.3.3.4
7.1.2.2
7.1.5
7.1.6.4
8.2.5.2

O WTP:MSF

WSP-CO-S-010 Push PDU 6.3.3.9
7.1.2.4
8.2.4.1

O WTP:MSF

WSP-CO-S-011 ConfirmedPush PDU 6.3.3.10
6.3.3.11
6.3.4
7.1.2.5
7.1.5
7.1.6.6
8.2.4.1

O WTP:MSF
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WSP-CO-S-012 Ack. Headers 6.3.3.7
6.3.3.10
7.1.6.5
7.1.6.6
8.2.4.2

O WTP:MSF AND
WTP-S-013

WSP-CO-S-013 Extended Methods 6.3.2.2
8.3.2.4

O WTP:MSF

WSP-CO-S-014 Default Header Code
Page Encoding

6.3.2.2
8.4
Table 39

M

WSP-CO-S-015 Extended Header Code
Page Encoding

6.3.2.2
8.3.2.5

O WTP:MSF

WSP-CO-S-016 Aliases 6.3.2.2
8.3.2.6

O WTP:MSF

WSP-CO-S-017 Method GET -
Get PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.5
8.2.3.1

M WTP:MSF

WSP-CO-S-018 Method GET -
Reply PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.5
8.2.3.3

M WTP:MSF

WSP-CO-S-019 Method POST -
Post PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.5
8.2.3.2

M WTP:MSF

WSP-CO-S-020 Method POST -
Reply PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.5
8.2.3.3

M WTP:MSF

WSP-CO-S-021 Method DELETE -
Get PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.5
8.2.3.1

O WTP:MSF

WSP-CO-S-022 Method DELETE - 6.3.3.6 O WTP:MSF
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Reply PDU 6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.5
8.2.3.3

WSP-CO-S-023 Method HEAD -
Get PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.5
8.2.3.1

O WTP:MSF

WSP-CO-S-024 Method HEAD -
Reply PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.5
8.2.3.3

O WTP:MSF

WSP-CO-S-025 Method  OPTIONS -
Get PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.5
8.2.3.1

O WTP:MSF

WSP-CO-S-026 Method  OPTIONS -
Reply PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.5
8.2.3.3

O WTP:MSF

WSP-CO-S-027 Method TRACE -
Get PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.5
8.2.3.1

O WTP:MSF

WSP-CO-S-028 Method TRACE -
Reply PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.5
8.2.3.3

O WTP:MSF
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WSP-CO-S-029 Method PUT -
Post PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.5
8.2.3.2

O WTP:MSF

WSP-CO-S-030 Method PUT -
Reply PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.5
8.2.3.3

O WTP:MSF

WSP-CO-S-031 Multipart Data -
Post PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.5
8.2.3.2

O WTP:MSF

WSP-CO-S-032 Multipart Data -
Reply PDU

6.3.3.6
6.3.3.7
6.3.3.8
6.3.4
7.1.2.3
7.1.5
7.1.6.5
8.2.3.3

O WTP:MSF

WSP-CO-S-033 Encoding Version
Framework

8.4.1
8.4.2.70

M WTP:MSF

D.5 Connectionless Server

Item Function Reference Status Requirement
WSP-CL-S-002 Push PDU 6.4.2.3

6.3.4
7.2
8.2.4.1

O WDP:MSF

WSP-CL-S-003 Header Encoding
Default page

8.4
Table 39

M

WSP-CL-S-004 Method GET -
Get PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.1

M WDP:MSF

WSP-CL-S-005 Method GET -
Reply PDU

6.4.2.1
6.4.2.2
6.4.3
7.2

M WDP:MSF
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8.2.3.3
WSP-CL-S-006 Method POST -

Post PDU
6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.2

M WDP:MSF

WSP-CL-S-007 Method POST -
Reply PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.3

M WDP:MSF

WSP-CL-S-008 Method DELETE -
Get PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.1

O WDP:MSF

WSP-CL-S-009 Method DELETE -
Reply PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.3

O WDP:MSF

WSP-CL-S-010 Method HEAD -
Get PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.1

O WDP:MSF

WSP-CL-S-011 Method HEAD -
Reply PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.3

O WDP:MSF

WSP-CL-S-012 Method OPTIONS -
Get PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.1

O WDP:MSF

WSP-CL-S-013 Method OPTIONS -
Reply PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.3

O WDP:MSF

WSP-CL-S-014 Method TRACE -
Get PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.1

O WDP:MSF

WSP-CL-S-015 Method TRACE -
Reply PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.3

O WDP:MSF

WSP-CL-S-016 Method PUT -
Post PDU

6.4.2.1
6.4.2.2
6.4.3
7.2

O WDP:MSF
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8.2.3.2
WSP-CL-S-017 Method PUT -

Reply PDU
6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.3

O WDP:MSF

WSP-CL-S-018 Multipart Data -
Post PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.2

O WDP:MSF

WSP-CL-S-019 Multipart Data -
Reply PDU

6.4.2.1
6.4.2.2
6.4.3
7.2
8.2.3.3

O WDP:MSF

WSP-CL-S-020 Encoding Version
Framework

8.4.1
8.4.2.70

M WDP:MSF


